PRESSURE TREATED 4"X4"
LOCATION MARKER
LABELED "SEWER END
CAP" (TYP)

EXISTING AND/OR FINISHED GRADE 24"MIN.

NN AL

VARIES - 45° BEND MAX.

? VARIES - 45° BEND MAX.
VARIES - 45° BEND
/ MAX. AS REQUIRED

2% MINIMUM SLOPE (TYP)
/ CAP
’/ (TYP)

BEDDING MATERIAL (TYP)
(SEE TRENCH DETAIL)

MAIN SEWER

F—
]

S Fs—

.ul’\ | — MAINSEWER

| VARIES-45" BEND MAX.

/— TEE, ONLY IF SPECIFIED OR
ALLOWED BY THE ENGINEER

| «—— PROPERTY LINE R.O.W. OR
EASEMENT LIMIT

|
|
| WYE, 45°
/ VARIES - 45° BEND

[
i MAX. AS REQUIRED
t
I

4" OR 6" INDIVIDUAL
RESIDENTIAL BUILDING
SEWER LATERAL (TYP)

|

NOTES: 6" MIN. COMMERCIAL SEWER
LATERAL (TYP)
SHALL BE THE SAME AS THE MAIN

N

I
|

e  BUILDING SEWER LATERAL MATERIALS | \
|
SEWER LINE MATERIAL UNLESS |
|

OTHERWISE SPECIFIED. A
e ALL GRAVITY SANITARY SEWER LINES J— A
SHALL BE AT A DEPTH OF 4' OR

GREATER, IF LESS THAN 4', LINE SHALL
BE INSULATED (SEE TRENCH DETAIL)

e CONTRACTOR IS RESPONSIBLE FOR
ESTABLISHING FLOW

LATERAL CONNECTION PLAN

SANITARY SEWER SERVICE CONNECTIONS

SCALE: NTS

SARATOGA COUNTY SEWER DISTRICT #1
RESERVES THE RIGHT, AT OUR DISCRETION, TO
CHANGE, MODIFY, ADD OR REMOVE PORTIONS
OF THESE DETAIL SPEC'S AT ANY TIME

SARATOGA COUNTY SEWER DISTRICT #1

1002 HUDSON RIVER ROAD, MECHANICVILLE, NEW YORK

P.O. Box 550 Mechanicville, New York 12118 Telephone: (518) 664-7396
http://www.saratogacountyny.gov/departments/sewer-district-1/ Fax: (518) 664-6280
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